
Material & finish
• 1.5mm SS304, hairline surface finish.
•  1.5mm  mild sheet, powder coated.

A continuous polyurethane gasket 
seal on door to ensure IP rating.

Double folded door frame to prevent 
water from entering while door is 
opened.

Spacious body for easy installation 
and fixing accessories.

Pre-punched holes on internal 
bracket for fixing din rail and 
mounting plate.

Earthing facility on door and body.

4 fixing holes for direct mounting to
wall.

Optional items - din rail, mounting 
plate and wall mounting bracket.

IP 66 (IEC 529)

Stainless Steel Painted Steel

®

CVS Terminal Boxes



Model

Dimension

Internal view

IP 66 (IEC 529)

Please contact your nearest supplier 

We reserve the right to alter product design and specifications without prior notice.

Manufacturer:-
CVS METAL INDUSTRIES SDN. BHD.  (173532A)

No. 1, Jalan BK 1/14, Bandar Kinrara,
47180, Puchong, Selangor, Malaysia.
Tel: 603-8070 5279/1960   Fax: 603-8070 3920
Website:  www.cvs.com.my ;
 www.cvsenclosure.com
E-mail:  office@cvs.com.my

Material Dimension

SS304
CTX151512
CTX202012

Painted Steel
CT151512
CT202012

H x W x D (in mm)
150 x 150 x 120
200 x 200 x 120

Other sizes and material on request
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